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1 
Cs O  hi.rçe ç hï e r sïn 
_eo: o. deen vlues h : lêèlk d - 
peing:such coin. - 5 
povdë.a.,.novel cdmPddt ïde :6frtYisch£aetm  
caDa! Ç. ç being ded in: a wëmafi'S: pPse 
mançs.pocket.- ¢ 
novel device, of. thïs ciass Whërën 60S 
ït,eigoëd -m  6më. "m£ér.,Suc 
/bïgd, Sïïhg-6r emova51e -db0r, in draër:tb 
-din:'C6éSsto: He6on' gdae c0çatmen. 
A.trhër 65ëct' bi the ëhti0  is tb provide 
a.h0veïcstuI5hd'uch:a ëiCe:'Whërin he 
a porti6n 5f -the Cie.hÙÂds themoYble 
:pa: afid:c6s gfid imdè m  singlWcst 
mëd. 5bd,/thf 5ody Seing Closed by çwo 0 
gimPié: 
A Sïllrhêr bSct 0f theïnvènt0n is to 
rifig. i se-:*tb effèct -oEpênng.- o c-oins- of 5 
ët hhër  oSjecV:e of)te invention; IS to pro- 
è  nbel  rrngemènt  or llmg. meansbpër- 
gble upb" êTsivn of= th-e dëVlce- and" haVifig 
bn-g9 forfhe reconotdoinsprovid:ad: Wifh 30 
ad]acnçidici regdgbleçhthe dèvice ivertd 
:/aB-d"icaing:the vglëS- of: fh-e coin" fo be in- 
serted:i fhéfferenç Slo: 
WifhheaSe"and othër: objec" view, s 
:Wffi:»Presëïly"Pparén:'the'invèntibn cónsiss 35 
-ï eAèral  ofcea novel, details or c'ofdti0n - 
ad' cmbiains ol :parts, herelter fiy: e- 
scri, illustrad » in the accompanng draw- 
ings and particu!.arly, claimed. 
In the accompanying drawings like characrs 40 
of refrencë indicateç like parts' in the sevèra1' 
views, and: 
Figur! . - perspeçtve view of -the invention 
coin dpensing position, 
2e 2 is a top plan view'of the inventionwith .45 
:ïh-bVer pla removed, 
EUr 3 R boo plaViv" of the invention 
ih*'oEë:otm - coverlatrëmved, 
are ' '" an enl argëd: Sëdflbn-:on 
Figure 5 is: a, section on the: line -- as shown 

.2 
o, f6rm a. genërally re6tïtïgfll£r ob]6iig rUdtïiï'L in plan bht itis t0 be. undër0b 
rï5r off the deviCe maF HäVe :0ndëdëdë 
corners and ,ay 5e:plaifl or 6naënt ah dë- 
Sïred: 
Conideing the dèvidé_  t. pSSitiSn 
in Fig, 1, the bbdy I" pr6idêd,.t'èch 
with a cicular_ t«avére cbifl ï-eceiing bCÂ 
of Prbper diaëter, to reiv.the éSé?alb 
of coin c fo_Se. tSred there. Fbr trie Pé6t 
example, te:i0dr 6elIs./$ dte:bf P6Përies,tb 
re6eie d0S 0f'hë/respédtNe :v'alfies 
en and-enty-fle entbtbtë gëm-ét 
5f celI-sizes/maYb ruade_if :déièd. Téé ëlIs 
ëtend :raverel Vëtidali. HogH trie 
I fl fom t5e top thereto to He upësrfbe 
shàllsw recesses / xteding,, 16figitùdifialI. 
the bottom of the body in aline Pairs. Te 
VêrtiCal dêpth of, th%se èceës Com-efid tb 
trie thicness ofhe, coifls rb b pased 
through. Trie ps 0f h celÏs 13 are Cibsé 
by  coè pIate I held on t .50dy bY. 
15-and. th recesses, I è imilrly Clbséd 
thL  c5ver Pl£e  2, he-ends.-6 
the :ënds .[ :0f the dèvide._f6rming 
änd delië sl0. 
It Wibe obseved tHa the colis 
rangëdinpais adjaCenteach side oftfie b6dy 
Iflwih the:axes of ëach pair éuidistgnt f5 
a resctive side of he b0dy I fl. ïally aled 
betweèn each pair of cells i a tubulár chaël 
I  opeg to the recésses 14 bf thé PàPouh 
a slst 18. in ea8h of the bëCees Isldëb 
fitëd a dfc I  hang at is 5tirer end an àC£[e 
notch  of ,proper raUs to flthecei 6/Ptièd 
in trie ddj£Cent cell I$. OP0sie then5dh 
diametridaliy at thir ier ends each slïdë h-a a, 
perpendicular.Aug  providdd wigh an enlar$ed 
circar uppérend 2 2flttlg Slfdebly tHe c£n- 
riel I. F0m the upper ends  bf:éadhpair 
of_ lugs:  [ çroject alied inwrdl, extefidf 
hozontal p 23ï the pins on the,t0-dpperénds 
projectg ward each oçher¢ 
coiled compression spng 2 bèr the 
of each pair. and th.sprg gesthe OEcs-i  of 
each pdir siafieol-y 
ends. I  of the b5dF I ff. Ih :ir..buard:e6sN 
tions éach/ddc. 18 PartalIycl5seSfi 
0fa celll%hus Supp0rtifig the.c0i C/ ht 
cell. Etènding up from each dhael- I  -lfi .a 
Pair of transverse s15 , 5 bpenifi lnosaidcn- 

in y'igs. 2 and 4. nel and tbwards the ends 0f,the body in Vëï'tïdïfl 
 The"main parts of the"fbrm of the device as bos 2. Across h slo B eXtend pivOScrës 
ç::ë: Sh'" cst-f a flçshao caIg body 7:and =on" ëach of'these scrèws is pitdkiëVr 
:::i-p 6CpÂat i't'fl bv covèple 12. 55-, : haig.. a'.,d0wwadly -.« ëxtèng r «2 



 pring 24. The upper edge 38 of each lever 23-- 
is fiat beveled and inclined tnwardly and on this 
edge ts engaged the bifurcated enlarged end 3! 
of an operating pin 32 which passes through 
an opening 33 in the cover ! I. The part of the  
bifurcation engaging the edge 38 is rounded to 
obtain a camming effect on the inclined upper 
edge of the lever and the shoulders formed by the 
enlargement and arms of the bifurcation limtt 
the movement of the pin 32 upwardly by engage- 10 
ment with the cover 11 on each side around open- 
ing 33. This limits upward movement of the 
lever 28 which through the action of the finger 29 
limtts movement of the disc 19 by the spring 24. 
The ends 18 of the body are provided with ver- 1OE 
tical slots 34 opening into the cells 13 so that 
the number of coins in these cells may be ob- 
served. The cover plate 11 is provided with in- 
dtcia 35 adjacent the pins 32 to indicate the unit 
values of coins controlled by each pin and the 20 
delivery and loading slots 14 in the ends 15 have 
like indicia 38 adjacent the respective slots, these 
latter indicia being inverted. The indicia 35 
and 38 may be impressed or engraved in the 
surface of the device, painted thereon in con- 25 
trasting color to the body or otherwise shown. 
In ortier to avoid unnecessary weight the body 
18 may have recesses or passages 37 formed 
therein with voids between slots 25 and pores 26, 
and the side walls of the body casing. 30 
In using the device if is first loaded by invert- 
ing it from the position shown in lig. 1. Ob- 
serving the indicia (now right side up) the user 
pushes clown and holds down the pin 32 closest 
to the entry slot for the unit value of the coin 35 
to be deposited. With the pin 32 in depressed 
position the lever 28 is rocked and the slide 19 
retractod as at the right of Fig. 4. The proper 
coin or coins are then inserted at recess 14 where- 
upon they will drop in the cell and accumulate' 40 
agatnsg the plate 11. Other cells may be sup- - 
plied with coins in like manner. Upon the user   
having inserted all the coins he desires or when 
the capacity of the device bas been reached, 
the device is turned to the erect position of Fig. 1, 4 
the pins 33 being left in protracted position. 
The slides will now be in outward positions and 
the coins in the cells wlll test with the bottom 
coin of each of the usual piles on top of the 
respective slide 9. For dispensing a coin the 0 
pin 33 indicated by the adjacent index for the 
desired coin ls depressed.to bias lever 28 down- 
wardly and inwardly. This moves the slide 19 
inwardly as at the right of Fig. 4 and the pile " 
of coins drops so that the bottom coin of the pile OE 
tests on the plate 12. The pin S3 is now released 
and the slide will more outwardly under in- 
fluence of the spring 24 and eject one coin, the 
remainder of the pile being supported by the 
sltde. By repeating this operation for the saine 0 
or other coin values the amount desired may be 
readily supplied. 
What is claimed is: 
1. In a coin storing and dispensing device, a 
casing including a body having recesses in it 5 
under side terminating in coin delivery slots, 
sai d body having coin receiving cells extending 
from the top of the body to said recesses, a disa 
in each of said recesses slideably movable be- 
tween a protracted position at least partially  
closing a respective cell bottom and a retracted 
position leaving said cell bottom open, said discs 
each having an upstanding lug, a rockable lever 
for each disc pivoted in the body and having 
adownwrd_|ïeendn fluïcr freelF cngagln  
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the disc lug to retract the saine upon downward 
biasing of said lever, depressible pins slidably 
engaging the levers to bias the saine, said discs 
- being arranged in pairs wtth their lugs having 
confronting and aligned c0il spring supporting 
pins, a single coiled spring engaged between each 
pair of said upstanding lugs and seated on sald 
spring supporting pins, a top cover plate secured 
to said body and closing the upper ends of said 
cells, said top cover plate having openings where- 
through said pins protrude, and a bottom cover 
plate secured to said body and closing said re- 
cesses. 
2. In a coin storing and dispensing device, a 
fiat shallow rectangular casing including a body 
having longitudinally aligned pairs of recesses 
in its underside terminating in outer coin de- 
livery slots extending through opposed ends of 
the body, said body having pairs of transverse 
coin receiving cells extending from the top of 
the body of said recesses, horizontal longitudinal 
bores between the cells and recesses and estab- 
lishing communication therebetween, there being 
transverse slots opening into said bores, a disc 
in each of said recesses slidably movable in op- 
posite directions between a protracted position 
at least, partially closing a respective cell bottom 
and a retracted position leaving said cell bottom 
open, said discs each having an upstanding lug 
at its inner end with a circular enlargement 
movable in a bore, a rockable lever pivoted hori- 
zontally in each slot and having an inwardly 
inclined top edge and a downwardly extending 
flnger engaging at the outer side of a lug en- 
largement, said lug enlargements each having 
an inwardly projecting pin, a single coiled com- 
pression spring in each longitudinal bore en- 
gaged at its ends on said pins between aligned 
opposed pair of discs and lugs to normally hold 
the same outward, a top cover plate secured to 
the body and closing the upper ends of the cells, 
said top cover plate having openings over the 
slots, depressible pins having enlarged bifurcated 
lower ends and beveled and rounded at the bifur- 
cation to straddle and slidably engage said in- 
clined top edge of a lever and outward shoulders 
to engage under the top cover plate to limit 
projection of the pin, said rounded portion and 
inclined edge producing a camming action to 
rock the lever upon depression of a pin to more 
the finger inwardly against a lug to retract a 
disc and uncover a cell bottom for dropping of 
a coin into a recess and discharge therefrom 
under compression of a spring upon releasing 
the pin in each pair, and a bottom cover plate 
secured to said body and closing said recesses. 
HAR, R,Y C. BIEHL. 
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